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Abstract

A Windows-based graphical user interface program (DripFume) was developed in MS Visual Basic (VB) to utilize a two-
dimensional multi-phase finite element pesticide transport model to simulate distribution and emission of volatile fumigant chemicals
when applied through drip irrigation or shank injection. The program provides an intuitive user interface by linking databases with
default soil and chemical properties to predict subsurface distribution patterns and surface volatilization losses of soil fumigants
under selected field configurations and application regimes. The interface program was configured to simulate up to three chemicals
simultaneously to accommodate the need of fumigation with multiple chemicals. Physical and chemical properties of cis- and trans-
isomers of 1,3-dichloropropene and chloropicrin for a typical medium-textured soil were given as default values in the model input.
Properties of other soil fumigants can be easily substituted as input options during program initialization. A database containing
transport properties of 12 soil groups (from clay to sand) were created in DripFume as selectable sets of input values. Substitution is
also allowed if properties of an individual soil are known. The VB output includes a normalized run-time volatilization flux display
and selections in post-processing using MS Excel linked by VB. Output options from the post-processing VB/Excel program include
data and graphs of cumulative volatilization loss, volatilization flux density, concentration profile by time for a selected location or by
location for selected lapsed times after fumigant application. Although there are still limitations in selectable field configurations,
the program should be useful in helping pesticide specialists, farm managers, or policy makers to optimize the depth, rate, and
duration of fumigant application to achieve the highest possible distribution uniformity and the lowest volatilization loss.
© 2007 Elsevier B.V. All rights reserved.
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1. Introduction

Application methods and procedures of most established pesticides are usually strictly enforced according to fed-
eral and state regulations. The goal of pesticide use and its related regulatory requirements is to achieve effective pest
control while protecting people and the environment from unintended exposures. In addition to laboratory and field
experimentation, process-based computer models and simulation programs have long been used to help determine the
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relative importance of different chemical, environmental, and managerial factors that affect the efficacy and environ-
mental impact of pesticide use (Jury et al., 1983). However, most of these process-based pesticide models are developed
for scientists and engineers who are well-trained and experienced in computer programming and numerical modeling.
There is a strong need to create programs that can provide an intuitive user interface to help pesticide specialists, farm
managers, or policy makers who are less experienced in computer programming to fully utilize the pesticide models in
selecting the best pesticide management strategies. A solution is to use recently introduced visual programming tools
such as MS Visual Basic (VB) to develop graphical user programs to interface with the often complicated process
models for general users. These process models are often written in other programming languages (e.g., C, FORTRAN)
for computational efficiency. Visual programming provides a set of screens, object buttons, scroll bars, and menus. An
intuitive visual interface program would greatly increase the usability of the research-grade pesticide models.

Soil fumigants are a special group of volatile pesticides that tend to function and be dispersed in the subsurface soil
primarily through vapor phase diffusion. A major environmental concern of soil fumigation is volatilization losses to
the atmosphere (Yates et al., 1997). Applying soil fumigant chemicals by (surface or subsurface) drip irrigation has
an advantage over the conventional shank injection since the drip tapes may be installed and buried prior to chemical
application. For chemicals with high water solubility, co-dispersion with irrigation water provides an additional means
of fumigant distribution, which may help to increase the effectiveness in pest control. Field experiments and model-
ing studies have demonstrated the potential of drip chemigation for improving distribution uniformity and reducing
volatilization loss of fumigant 1,3-dichloropropene (Wang et al., 2001) and the non-volatile insecticide imidacloprid
(Leib and Jarrett, 2003).

The objective of this research was to develop an intuitive user interface program in Visual Basic to utilize a pesticide
transport model to simulate distribution and volatilization of soil fumigants when applied through subsurface drip
irrigation in bedded field configurations or the traditional flat fields.

2. The pesticide model

The pesticide model was modified from a generic two-dimensional finite element code CHAIN _2D, a public domain
free program from the U.S. Salinity Laboratory (Simunek and van Genuchten, 1994), tailored for simulating fumigant
fate and transport in the soil and volatilization into the atmosphere. Briefly, a governing equation is used for computing
fumigant transport in unsaturated subsurface soil in both solution and gaseous phases. The model assumes non-
equilibrium interaction between the solution and adsorbed concentrations, and equilibrium interaction between the
solution and gaseous concentrations. A linear relationship was used for chemical partition between the three phases.
Degradation was considered in the solution and adsorbed phases, but not in the air, using a first-order decay having the
same rate constant.

3. The graphical Visual Basic program

A main requirement in developing the graphical interface program was to streamline the simulation process, includ-
ing: (1) generating the input files for typical raised-bed field configurations, irrigation rates, and chemical application
rates, (2) model execution and monitoring the output results, and (3) graphically presenting the simulation results for
further assessment and management decisions. The key outputs are fumigant distribution patterns, concentration, and
duration in the treated soil zone, and total cumulative emission loss to the atmosphere. Concentration distribution over
space, time, and phases is a highly dynamic process determined by factors such as application history, water content,
soil porosity, and fumigant vapor pressure and diffusivity (Leistra, 1970). Modeling is one of the most efficient ways
of quantifying the distribution dynamics.

3.1. Input selections
The interface program starts with a main opening screen consisting of a series of input and output selections.
3.1.1. Application method and field configuration

Application method is the first selection for input options. Two choices are available: (1) drip irrigation, (2) shank
injection. Shank injection was included for comparison with the subsurface drip irrigation method. Under drip irrigation,
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Table 1
Available options for application method, field configuration, and depth of application
Application method and field configuration® Application depth (cm)
2.5 7.6 15.2 20.3 30.5 45.7
Drip irrigation
Flat surface X X X X X X
101.6 cm bed X X X X X X
106.7 cm bed X X X X X X
203.2 cm bed X X X X X X
Shank injection
Flat surface X X
101.6 cm bed X X

2 For drip irrigation, the flat surface contains one drip line placed at 203.2 cm spacing. The 101.6 and 106.7 cm bed systems also each contains
one drip line placed below bed center. The 203.2 cm bed system contains two drip lines: one located 30.5 cm to the left and one at 30.5 cm to the
right of the bed center. For shank injection, the flat surface has a 25 cm shank spacing, and the 101.6 cm bed receives injection below bed center.

four field configurations can be selected: a flat surface, 101.6 cm (40in.), 106.7 cm (42 in.), or 203.2 cm (80 in.) wide
bed, with the spacing referring to the center-to-center distance between beds or drip lines. Six possible depth selections
are 2.5cm (1in.), 7.6cm (3in.), 15.2cm (6in.), 20.3 cm (8 in.), 30.5cm (12in.), or 45.7 cm (18 in.) for both lines. The
flat surface is included for potential vineyard or orchard applications. One drip line is used and placed at 203.2 cm
(801n.) spacing. Again, there are six possible depth selections at 2.5 cm (11in.), 7.6 cm (31in.), 15.2cm (61in.), 20.3 cm
(8in.), 30.5cm (121in.), and 45.7 cm (18in.). There is an option for selecting up to two soil layers for the model
simulation. Under shank injection, two field configurations can be selected: 101.6 cm (40 in.) wide bed or a flat surface.
Injection can be made directly below the bed center at 30.5cm (12in.) or 45.7 cm (18 in.) depth. A total of 28 grid
files were created to facilitate selections for the application method, field configuration, and the depth of application
(Table 1).

3.1.2. Soil hydraulic properties

One soil type can be selected for each soil layer for each simulation run. Arithmetic means of hydraulic properties of
all 12 soil series (i.e. clay, silt, silty clay, clay loam, silty clay loam, sandy clay, sandy clay loam, silt loam, loam, sandy
loam, loamy sand, and sand) were obtained from the literature data sets (Carsel and Parrish, 1988) and assimilated in
a database format in DripFume as selectable sets of input values. The input soil parameters are residual and saturation
water content, hydraulic conductivity under saturation, the o and n parameters used in describing the water retention
and hydraulic conductivity functions, and soil bulk density. Substitution is allowed if some or all of the parameters of
an individual soil are known.

3.1.3. Chemical properties
Up to three chemicals can be simulated simultaneously with the current program configuration. The user can
choose any combination of one, two, or three chemicals in a simulation run. Physical and chemical properties of

Table 2

Fate and transport parameters of three selected soil fumigants used in DripFume as default values®

Fumigant Dy (cm? day_l) Ky (cm?® g_l) Kin® u (day~1)
E-1,3-D¢ 7199 0.30 0.056 0.087
Z-1,3-D¢ 7182 0.30 0.037 0.053
cpd 6684 0.73 0.103 0.346

2 E-1,3-D =cis-isomer of 1,3-dichloropene, Z-1,3-D = trans-isomer of 1,3-dichloropene, CP = chloropicrin, Dy =diffusion coefficient in gaseous
phase, K4 = adsorption coefficient, K, = dimensionless form of Henry’s constant or the ratio between gaseous and solution phase concentrations,
1 =degradation coefficient.

b K;, values may be updated in the future using new experimental data.

¢ Data from Leistra (1970), Van Dijk (1980), and Wolt et al. (1993).

4 Data from Dow AgroSciences (1997) and Gan et al. (2000).
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the cis- and trans-isomers of 1,3-D and chloropicrin for a typical medium-textured soil are given as default values
in the model input (Table 2). The chemical parameters are diffusion coefficients in air and water, Henry’s con-
stant, and adsorption and degradation coefficients for soil layers 1 and 2, respectively. Because drip irrigation is
the targeted method of application, chemical concentration in the solution phase or irrigation stream is also required.
These chemical parameters for other soil fumigants or in different soils can be substituted, as an input option dur-
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Fig. 1. Post-processing (a) screen selection of cumulative emission or emission flux, and (b) automated Excel display of cumulative volatilization
loss over time.
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ing model initialization if some or all the parameters are known from laboratory or field measurements or other
sources.
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integrated over the entire surface and displayed with a built-in automated program using Excel (Fig. 1b). This is a very
useful measure for the potential fumigant loss through surface volatilization. Volatilization flux density is calculated
as the mass of fumigant lost per unit surface area per unit time. This is an important variable for describing the
volatilization dynamics. If total volatilization is a major concern, the above management options can be optimized to
reduce the volatilization loss. The user has the option of plotting each chemical at a time for either the cumulative
volatilization or the flux.
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Fig. 3. Display of gaseous phase fumigant distribution at elapsed times after application: (a) screen selection of targeted times and (b) automated
Excel display of gaseous phase concentrations over soil depth.
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3.2.2. Concentration profiles

For each fumigant case selection, five vertical cross-sections have been pre-selected according to distribution
symmetry and log-distance from the fumigant source. A schematic is shown for the 106.7 cm (42 in.) bed configuration
to illustrate the profile locations (Fig. 2). For each cross-section, 100 profiles at different lapsed times after application
are saved for both solution and gas phase concentrations. After choosing which chemical to display, the user can select

oncentration at Different Section [x)

(b I B O = = S =1 [ T < I8
Hlx = i 178 B2 438 53 cm (x1.x2 %3 xd x5)
i Y (crn) Concentration Time = B0 hour |
i 0.0 17.8 33.8 43.8 53.0
| 2} | o 0 0.005202 0.037044 0.080855 0.07093
| 5 | 1 0 0.034345 0.665060 1.252597 1.499954
| =i | 2 0 0.071243 1.299015 2.455891 2943394
| it | 3 0 0115629 1.93611 3.6b7306 4.397B52
81 4 U 0166795 2.576174 488343 5.850154
9 5 0 0.223994 3.217788 6.100646 7.327225
10 6 0 0.286664 3.859106 7.315471 8.793792
1] 7 0 0.354194 4.49764
(7] & 0 0425298 513050 30
EEN a 0 0.498977 575430 _ o~
4 10 0 0.574487 B.36544 T 25 i
5| 11 0 0651162 696017 & f 75,‘ Location (cm)
16 12 0 0.726482 7.53457 = 20 ;
(7] 13 0 080598 850844 = f E ——00
18| 14 0 0.893187 860614 .2 15 e 178
19 15 0 0959678 9.004370 S . | & 3!; S
20 16 0 1.035003 9.5485 3 ‘;& :
=1l 17 0 1108548 9.95733 £ , |& 438
22 18 0 1179646 103234 O % ——530
23 19 0 1.247518 10.6414 g 0 S, -
24 20 0 1.311307 10.908¢
25 | 21 0 1.370023 11.1221 -54 L 10 150
26 22 0056021 1.42260 11.279 .
27 23 01017656 146632 11.3801 Soil Depth (cm)
28| 24 0136918 1.506025 11.4218 S
29 | 25 017151 1535128 11.40487 22266 2727677
30 26 0205531 1555126 11.32948 2218815 27.21707

Fig. 4. Display of gaseous phase fumigant distribution at multiple locations from the source at selected times after application: (a) screen selection
of targeted time and (b) automated Excel display of gaseous phase concentrations over soil depth.
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to plot for either the solution phase or gas phase concentration profiles (Fig. 3a). Up to six times can be plotted on the
same graph for each cross-section, and the program can internally find the nearest output time to plot the graph, which is
automatically displayed in Excel (Fig. 3b). In addition to concentration profiles by elapsed times for a selected location,
concentrations can also be plotted by profile location for one selected lapsed time after application (Fig. 4a and b).
Therefore, the output options can provide an assessment for the spatial and temporal distributions of soil fumigants.
This helps to determine the distribution uniformity in the soil. In addition to the pre-formatted graphical outputs, the
output data files are saved in Excel format, so the users can further process the raw data to create other graphical
presentations that fit the users’ specific needs.

4. Testing the Visual Basic program

A main function of the graphical interface program is to generate input files that would otherwise be manually created
for the pesticide model. The steps of generating these input files are specially designed for fumigant application by
subsurface drip irrigation. Comparisons indicated that exactly the same input parameters and data format were created
using either the interactive graphical interface program or manual preparation (Wang et al., 2004). Limitations on some
of the soil parameters are inherent in the original code of the pesticide model, and the graphical interface program
improved the pesticide model by providing warnings on parameter selections before model execution. The output
selections were also tested by manually processing the raw data from model output. Exactly the same graphs were
produced using the automated interface program.

5. Conclusions

A graphical user interface program was developed in Visual Basic to simulate distribution and volatilization of soil
fumigants when applied through subsurface drip irrigation. The program provides an intuitive user interface by linking
databases with default soil and chemical properties to predict subsurface distribution patterns and potential surface
volatilization losses of soil fumigants under selected field configurations and application regimes. The output includes a
normalized run-time volatilization flux display and concentration profiles that depict distribution patterns. The user can
also access other windows to edit or expand available databases or further process the data for management decisions.
The menus and object-driven windows were vital in making the program relatively easy to learn and operate. The
program is available for free by contacting one of the authors.
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